AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Federal Communications Commission

may be made at a test or service bench:
Provided, That the measurements are
made under load conditions equivalent
to actual operating conditions; and
provided further, that after installa-
tion in the mobile unit the transmitter
is given a routine check to determine
that it is capable of being received
satisfactorly by an appropriate re-
ceiver.

§90.217 Exemption from technical
standards.

Except as noted herein, transmitters
used at stations licensed below 800 MHz
on any frequency listed in subparts B
and C of this part or licensed on a busi-
ness category channel above 800 MHz
which have an output power not ex-
ceeding 120 milliwatts are exempt from
the technical requirements set out in
this subpart, but must instead comply
with the following:

(a) For equipment designed to oper-
ate with a 25 kHz channel bandwidth,
the sum of the bandwidth occupied by
the emitted signal plus the bandwidth
required for frequency stability shall
be adjusted so that any emission ap-
pearing on a frequency 40 kHz or more
removed from the assigned frequency is
attenuated at least 30 dB below the
unmodulated carrier.

(b) For equipment designed to oper-
ate with a 12.5 kHz channel bandwidth,
the sum of the bandwidth occupied by
the emitted signal plus the bandwidth
required for frequency stability shall
be adjusted so that any emission ap-
pearing on a frequency 25 kHz or more
removed from the assigned frequency is
attenuated at least 30 dB below the
unmodulated carrier.

(c) For equipment designed to oper-
ate with a 6.25 kHz channel bandwidth,
the sum of the bandwidth occupied by
the emitted signal plus the bandwidth
required for frequency stability shall
be adjusted so that any emission ap-
pearing on a frequency 12.5 kHz or
more removed from the assigned fre-
quency is attenuated at least 30 dB
below the unmodulated carrier.

(d) Transmitters may be operated in
the continuous carrier transmit mode.

[60 FR 37267, July 19, 1995, as amended at 62
FR 2041, Jan. 15, 1997; 62 FR 18927, Apr. 17,
1997]

§90.219

EFFECTIVE DATE NOTE: At 62 FR 18927, Apr.
17, 1997, §90.217 was amended by revising the
introductory text, effective Oct. 17, 1997. For
the convenience of the user, the superseded
text is set forth as follows:

§90.217 Exemption from technical stand-
ards.

Except as noted herein, transmitters used
at stations licensed in the Business Radio
Service and at stations licensed in the 150-
174 MHz and 421-512 MHz bands in any Radio
Service listed in subparts B, C, D, and E of
this part which have an output power not ex-
ceeding 120 milliwatts are exempt from the
technical requirements set out in this sub-
part, but must instead comply with the fol-
lowing:

§90.219 Use of signal boosters.

Licensees authorized to operate radio
systems in the frequency bands above
150 MHz may employ signal boosters at
fixed locations in accordance with the
following criteria:

(@) The amplified signal is re-
transmitted only on the exact fre-
quency(ies) of the originating base,
fixed, mobile, or portable station(s).
The booster will fill in only weak sig-
nal areas and cannot extend the sys-
tem’s normal signal coverage area.

(b) Class A narrowband signal boost-
ers must be equipped with automatic
gain control circuitry which will limit
the total effective radiated power
(ERP) of the unit to a maximum of 5
watts under all conditions. Class B
broadband signal boosters are limited
to 5 watts ERP for each authorized fre-
quency that the booster is designed to
amplify.

(c) Class A narrowband boosters must
meet the out-of-band emission limits of
§90.209 for each narrowband channel
that the booster is designed to amplify.
Class B broadband signal boosters must
meet the emission limits of §90.209 for
frequencies outside of the booster’s de-
sign passband.

(d) Class B broadband signal boosters
are permitted to be used only in con-
fined or indoor areas such as buildings,
tunnels, underground areas, etc., or in
remote areas, i.e., areas where there is
little or no risk of interference to other
users.
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(e) The licensee is given authority to
operate signal boosters without sepa-
rate authorization from the Commis-
sion. Type-accepted equipment must be
employed and the licensee must ensure
that all applicable rule requirements
are met.

(f) Licensees employing either Class
A narrowband or Class B broadband
signal boosters as defined in §90.7 are
responsible for correcting any harmful
interference that the equipment may
cause to other systems. Normal co-
channel transmissions will not be con-
sidered as harmful interference. Li-
censees will be required to resolve in-
terference problems pursuant to
§90.173(b).

[61 FR 31052, June 19, 1996]

Subpart J—Non-Voice and Other
Specialized Operations

§90.231 Scope.

This subpart sets forth requirements
and standards for licensing and oper-
ation of non-voice and other special-
ized radio uses (other than radio-
location). Such uses include secondary
signaling, telemetry, radioteleprinter,
radiofacsimile, automatic vehicle mon-
itoring (AVM), radio call box, relay, ve-
hicular repeater, and control station
operations.

§90.233 Base/mobile non-voice oper-
ations.

The use of A1D, A2D, F1D, F2D, G1D,
or G2D emission may be authorized to
base/mobile operations in accordance
with the following limitations and re-
quirements.

(a) Licensees employing non-voice
communications are not relieved of
their responsibility to cooperate in the
shared use of land mobile radio chan-
nels. See also §§90.403 and 90.173(a) and
(b).

(b) Authorization for non-voice emis-
sion may be granted only on fre-
quencies subject to the coordination
requirements set forth in §90.175. Non-
voice operations on frequencies not
subject to these requirements are per-
mitted only a secondary basis to voice
communications.

(c) Provisions of this section do not
apply to authorizations for paging, te-
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lemetry, radiolocation, AVM,
radioteleprinter, radio call box oper-
ations, or authorizations granted pur-
suant to subpart T of this part.

[48 FR 2794, Feb. 3, 1983, as amended at 49 FR
48711, Dec. 14, 1984; 56 FR 19602, Apr. 29, 1991]

§90.235 Secondary fixed signaling op-
erations.

Fixed operations may, subject to the
following conditions, be authorized on
a secondary basis for voice, tone or im-
pulse signaling on a licensee’s mobile
service frequency(ies) above 25 MHz
within the area normally covered by
the licensee’s mobile system. Voice sig-
naling will be permitted only in the
Public Safety Pool.

(@) The bandwidth shall not exceed
that authorized to the licensee for the
primary operations on the frequency
concerned.

(b) The output power shall not exceed
30 watts at the remote site.

(c) A1D, A2D, F1D, F2D, G1D and G2D
emissions may be authorized. In the
Police Radio Service, A3E, Fl1E, F2E,
F3E, GlE, G2E, or G3E emissions may
also be authorized.

(d) Except for those systems covered
under paragraph (e) of this section, the
maximum duration of any non-voice
signaling transmission shall not exceed
2 seconds and shall not be repeated
more than 3 times. Signaling trans-
missions may be staggered at any in-
terval or may be continuous. In the
Public Safety Pool, the maximum du-
ration of any voice signaling trans-
mission shall not exceed 6 seconds and
shall not be repeated more than 3
times.

(e) Until December 31, 1999, for sys-
tems in the Public Safety Pool author-
ized prior to June 20, 1975, and Power
and Petroleum licensees as defined in
§90.7 authorized prior to June 1, 1976,
the maximum duration of any signal-
ing transmission shall not exceed 6 sec-
onds and shall not be repeated more
than 5 times. For Power licensees au-
thorized between June 1, 1976, and Au-
gust 14, 1989, signaling duration shall
not exceed 2 seconds and shall not be
repeated more than 5 times. Such sys-
tems include existing facilities and ad-
ditional facilities which may be au-
thorized as a clear and direct expansion
of existing facilities. After December
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